MANUFACTURER NOTES:

MATERIAL: U.V. STABILIZED KNOTTED POLYETHYLENE NET. FLAME RESISTANT (270°F MELTING POINT). ROT-PROOF, NON-CONDUCTIVE AND STABLE IN SUBZERO TEMPERATURES.

NETTING BREAK STRENGTH: IN EXCESS OF 40 LBS PER TWISTED STRAND

MESH SIZE: 3/4", 1 1/8", 2”.

NET SIZE: 25’x25’, 25’x50’, 50’x50’, 50’x75’, 100’x100’, 100’x200’, 200’x200’, CUSTOM.

NET COLORS: BLACK, WHITE, STONE (BEIGE)

WARRANTY: BLACK - 10 YEARS, WHITE/STONE - 3 YEARS FROM MANUFACTURER’S DEFECTS AND DEFECTS CAUSED BY U.V. BREAKDOWN

NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S SPECIFICATIONS.
2. DO NOT SCALE DRAWING.
3. THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS FOR PLANNING PURPOSES ONLY. THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
4. ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.